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methods to control the discharge of oil 
in place of those design and construc-
tion features prescribed by MARPOL 
73/78 that are also prescribed by sub-
part B of this part is not allowed. 

(b) Any equivalent to a feature pre-
scribed by MARPOL 73/78 that is au-
thorized for a ship having an IOPP Cer-
tificate is noted on that Certificate. 

(c) For tank vessels required to have 
overfill devices installed under parts 
155 and 156 of this chapter, the Com-
mandant may, upon receipt of a writ-
ten request, allow any fitting, mate-
rial, appliance, or apparatus to be 
fitted in a tank vessel as an alternative 
to the required overfill device(s) that 
are specified in these parts if the pro-
posed alternative device is at least as 
effective as that required in the regula-
tions. 

[CGD 75–124a, 48 FR 45714, Oct. 6, 1983, as 
amended by CGD 90–071a, 59 FR 53290, Oct. 21, 
1994] 

§ 155.130 Exemptions. 

(a) The Commandant grants an ex-
emption or partial exemption from 
compliance with any requirement in 
this part if: 

(1) A ship operator submits a written 
request for an exemption via the COTP 
or OCMI thirty (30) days before oper-
ations under the exemption are pro-
posed unless the COTP or OCMI au-
thorizes a shorter time; and 

(2) It is determined from the request 
that: 

(i) Compliance with a specific re-
quirement is economically or phys-
ically impractical; 

(ii) No alternative procedures, meth-
ods, or equipment standards exist that 
would provide an equivalent level of 
protection from pollution; and 

(iii) The likelihood of discharges oc-
curring as a result of the exemption is 
minimal. 

(b) If requested, the applicant must 
submit any appropriate information, 
including an environmental and eco-
nomic assessment of the effects of and 
the reasons for the exemption and pro-
posed procedures, methods, or equip-
ment standards. 

(c) The exemption may specify the 
procedures, methods, or equipment 
standards that will apply. 

(d) An oceangoing ship is not given 
an exemption from the requirements of 
subpart B of this part unless the ship is 
a hydrofoil, air cushion vehicle or 
other new type of ship (near-surface 
craft, submarine craft, etc.) whose con-
structional features are such as to 
render the application of any of the 
provisions of subpart B relating to con-
struction and equipment unreasonable 
or impractical. The construction and 
equipment of the ship must provide 
protection equivalent to that afforded 
by subpart B of this part against pollu-
tion, having regard to the service for 
which the ship is intended. 

(e) An exemption is granted or denied 
in writing. The decision of the Com-
mandant is a final agency action. 

NOTE TO § 155.130: Additional exemptions/ 
temporary waivers related to salvage and ma-
rine firefighting requirements can be found in 
§ 155.4055. 

[CGD 75–124a, 48 FR 45714, Oct. 6, 1983, as 
amended by CGD 86–034, 55 FR 36254, Sept. 4, 
1990; USCG–1998–3417, 73 FR 80648, Dec. 31, 
2008] 

§ 155.140 Incorporation by reference. 
(a) Certain material is incorporated 

by reference into this part with the ap-
proval of the Director of the Federal 
Register under 5 U.S.C. 552(a) and 1 
CFR part 51. To enforce any edition 
other than that specified in this sec-
tion, the Coast Guard must publish no-
tice of change in the FEDERAL REG-
ISTER and the material must be avail-
able to the public. All approved mate-
rial is available for inspection at the 
National Archives and Records Admin-
istration (NARA). For information on 
the availability of this material at 
NARA, call 202–741–6030 or go to http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. Also, it is available 
for inspection at the Coast Guard, Of-
fice of Vessel Activities, (CG–543), 2100 
2nd St., SW., Stop 7581, Washington, DC 
20593–7581, 202–372–1251. Approved mate-
rial is available from the sources indi-
cated in this section. 

(b) American National Standards Insti-
tute, Inc. (ANSI), 25 West 43rd Street, 
New York, NY 10036, 212–642–4980, http:// 
www.ansi.org/: 

(1) ANSI A10.14, Requirements for 
Safety Belts, Harnesses, Lanyards and 

VerDate Sep<11>2014 10:28 Oct 17, 2014 Jkt 232136 PO 00000 Frm 00404 Fmt 8010 Sfmt 8010 Y:\SGML\232136.XXX 232136w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-12-01T09:54:27-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




